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Explanation of Features

Cooling

Heating

Long-life photocatalytic 
deodorizing filter

Wasabi antibacterial 
electrostatic filter

Moisture Removal
The computer effectively 
dehumidifies the air.

Auto Shut Flaps
The auto shut flaps close or open 
automatically when the unit stops 
or starts.

Automatic Flaps
The position of the flaps is set 
automatically to match the operating 
mode. It is also possible to adjust 
the flaps using the remote control.

Double Swing Automatic
Complex swing action of flaps 
enables automatically to swing both 
horizontal and vertical directions.

Auto Restart
In the event of a temporary power 
failure, the air conditioner will 
automatically restart in the same 
operating mode as before, once the 
power supply is restored.

Automatic Air Flow 
Adjustment
The micro-computer automatically 
adjusts the air flow effectively to 
follow the changes of room 
temperature.

Weekly Timer
Different on-off times can 
be set for each day.

Program Timer
This digital timer allows selection 
of one of four options: ON, OFF, 
ON    OFF or OFF    ON.

Connectable
Fresh Air DuctSleep Timer

The micro-computer gradually 
changes the room temperature 
automatically to afford a 
comfortable night's sleep.

The unit automatically switches 
between heating and cooling modes 
based on your temperature setting 
and the room temperature.

Auto-Changeover

Washable Panel

Weekly + 
Setback Timer
Weekly + Setback timer can 
set temperature for two times 
spans and for each day of 
the week.

Fresh Air Intake
Fresh air can be taken in by 
a fan which can be 
connected using external 
control unit.

Long-life Ion 
Deodorization Filter
For details, see page7.

Apple-catechin Filter
For details, see page7.

Filter Sign
Indicates the filter cleaning 
period by lamp. 

Economy Mode
Limits the maximum operation 
current, and performs operation 
with the power consumption 
suppressed.

Up/Down Swing Flaps
The up/down flaps automatically 
swing up and down.

Connectable
Distributing Duct

ON-OFF Timer
ON-OFF timer can be set 
to operate once.




